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Performance Additives

Mangimistica

GLOBALTHIX

Bentonite selezionata che puo essere usata nelle produzioni di
mangimi liquidi per evitare la sedimentazione

Proprieta e caratteristiche

GLOBALTHIX presenta le seguenti caratteristiche:

migliorare 'omogenita del mangime

tutti gli ingredienti sono ben distribuiti

evita la sedimentazione

ottimizza la distribuzione del mangime nella gola
regola il transito intestinale

previene la diarrea
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GLOBALTHIX si presenta come una bentonite in polvere biancastra.

GLOBALTHIX
Caratteristiche chimico-fisiche (valori tipici):
Montmorillonite [%] 90-97
Umidita [%] 10-14
Residuo a secco su 45 micron [%] max 3
Contenuto di Piombo
(direttiva 2005/87/CE) [ppm] max 30
Contenuto di Cadmio
(direttiva 2005/87/CE) [ppm] max 2
@?rrétgirv‘it%jé%?fs'}&) [ng WHO PCDD/F-TEQ/Kg] max 0,75
a?rgtgicgtggég;fgféné ¢PCB | Ing WHO PCDDIF-PCB-TEQ/Kg] max 1,5

Dosaggio consigliato

La concentrazione di utilizzo raccomandata & del 1,0-1,5% sul peso del mangime.
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Information given in this bulletin is based on the state of our knowledge at the date of publication and are believed to be accurate, but do not
constitute any engagement or warranty from our part. Buyers and users should make their own assessments under their own conditions and for
their own requirements. information may be changed without any notice. For mandatory characteristics and performance please refer to our Sale
Specifications.
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